
Adirondack Chair Assembly Instructions

Tools You Will Need:

· 150 – 220 grit sand paper, electric sander recommended

· 7/16” wrench

· Phillips screw driver or electric drill with Phillips bit recommended

· Hammer

· About two hours to sand and assemble or six hours to sand, paint, and assemble.

· If you are going to paint, you will need exterior primer, exterior wood putty, and exterior paint (we recommend latex enamel)

Material List:

· 8  ¼”x2” stainless steel carriage bolts

· 8  ¼” stainless steel washers

· 8  ¼” stainless steel nuts

· 71 corrosion resistant deck screws (only 69 are needed)

· 2 chair legs

· 2 seat slat supports

· 1 seat slat support brace

· 2 arm supports

· 2 arm boards

· 1 curved seat slat

· 6 seat slats

· 3 short seat slats

· 1 front seat slat

· 7 back slats

· 1 lower back support

· 1 middle back support

· 1 upper back support

Assembly Instructions:

1. Sand at a minimum all upper surfaces of the chair parts.  These parts can be identified as those with counter sunk screw holes.  Make sure you sand well enough to remove any potential splinters as they reduce the comfort of your chair.

2. If you are going to paint, now is the time to do so!  We recommend an exterior grade primer with two coats of your favorite color in latex enamel.  Allow time for the paint to dry.

3. Stand up the two seat sides with the grooves on the inside.  Apply some exterior wood glue into the grooves.  Place the seat side brace into one of the grooves and fasten with three of the screws provided.  Now do the same thing to the other side of the groove.

4. Put the lower back support in the indention towards the back of the two seat sides.  Make sure the seven curved notches for the back slats are facing towards the front of the chair.  Square up the seat supports and screw the lower back support to the side supports.

5. Locate one of the legs, apply glue to the groove, and place an arm support so that the wide portion is even with the top of the leg.  Screw the arm support to the leg using three screws.  Do the same to the other leg.

6. Bolt the seat support assembly to the legs with the ¼” by 2” carriage bolts, washers, and nuts.  Do not over tighten the bolts at this time.

7. Place the middle back support in the notches provided on the top of the legs, this may be a tight fit.  You may need to tap it with a hammer to sit flat in the bottom of the notch.  Screw it into place.

8. Screw the back slats to the lower and middle back supports.  This procedure requires 14 screws.

9. Locate the curved seat slat and place it in the notch closest to the back slats.  Screw it in place.

10. Working forward from here, install four regular seat slats and screw in place.

11. You should now be to the notches between the front legs.  This is where you will use the three shorter seat slats.  Screw them into place.

12. In front of the last short slat, install the remaining two normal seat slats.  Screw them into place.

13. The last slat to be installed only has one notch at each end.  Install it with the notch facing up and screw it into place.  You may now tighten the leg bolts using a 7/16” wrench.

14. Install the upper back support to the highest empty notches in the back slats.  A couple of clamps can be very helpful with this process.  Once the upper back support is in place, fasten it with seven screws.

15. Run a bead of glue along the top of the legs and arm braces.  Locate the arm boards, place them over the leg and arm braces so that they fall into the groove of the arm board.  Attach with seven screws each.

16. If you painted your chair, use exterior putty to plug the screw holes.  Once the putty is dry, touch it up with paint.

CONGRATULATIONS!!! You have completed assembling your Adirondack chair.  Go get you favorite beverage and kick back in your new favorite chair!!
















